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JOTOR LEAD 1'—0"+LONG "X _A_meﬂ__mmmw w_mammv CAT5 — FOR LOW VOLTAGE DRY CONTACT CONNECTIONS 24AWG 4UTP
PREWIRED TO MOTOR — 4 XX (8—CONDUCTOR STRANDED UNSHIELDED TWISTED PAIR) OLYMPIC WIRE AND CABLE
(FURNISHED BY GC) (www.olympicwire.com 1—-800—526—2269)
MOTOR LEAD 3'—0” £ LONG PART No. 3078M5FH.
(FURNISHED o%«ommvzmﬂ PLUG = PREWIRED TO MOTOR RJ—45 MODULAR PLUG CRIMPED (USOC) ON BOTH ENDS CAT5 — FOR LOW
) FURNISHED BY GC VOLTAGE DRY CONTACT CONNECTIONS
JUNCTION BOX LEAD 5’ —0"£LONG Mamo COUPLER )
(FURNISHED BY GC — -+ (FURNISHED BY GC) IN PLENUM AREAS 24AWG 4UTP (8—CONDUCTOR SOLID UNSHIELDED TWISTED PAIR)
& INSTALLED BY OTHERS) OLYMPIC WIRE AND CABLE (www.olympicwire.com 1—800—526-2269) PART No.
& INSTALLED BY EC) 2604MBS
JUNCTION BOX — J MOTOR LEAD 3'—0" + LONG SOLID CONDUCTOR RJ—45 MODULAR PLUGS CRIMPED (USOC) ON BOTH ENDS
(FURNISHED BY EC) (FURNISHED BY GC) DISTANCE LIMITATION = 400" CUMULATIVE
& INSTALLED BY EC) (BY OTHERS)
120 VAC
M CAT5 — CABLE FOR RS—485 CONNECTIONS 24AWG 4UTP
_ _ SINGLE NETWORK SPLITTER (8—CONDUCTOR STRANDED UNSHIELDED TWISTED PAIR)
B ?&z%zcz_mw (FURNISHED BY GC) RJ—45 MODULAR PLUGS CRIMPED (EIA568A) ON BOTH ENDS
CONNECTED TO 2’—0” USB CABLE (USB/RJ—45)
LS DISTANCE LIMITATION = 4000’ CUMULATIVE
(BY OTHERS)
M1| |M2
DOUBLE NETWORK SPLITTER CAT5 — CABLE FOR ETHERNET CONNECTIONS 24AWG 4UTP
L NS 0 (FURNISHED BY GC) (8—CONDUCTOR STRANDED UNSHIELDED TWISTED PAIR)
Z |FLRT—=NUMB= RJ—45 MODULAR PLUGS CRIMPED (EIA568A) ON BOTH ENDS
ROOF LEVEL | | LS1| |LS2 DISTANCE LIMITATION = 8’
(BY OTHERS)
5| Bs/R[o BUS SUPPLY/REPEATER CAT5 — EXTENSION CABLE (E CABLE) CAT5— FOR LOW VOLTAGE DRY CONTACT
S F R1ZNUMB D (FURNISHED BY GC) CONNECTIONS 24AWG 4UTP (8—CONDULTOR STRANDED UNSHIELDED TWISTED PAIR)
v L OLYMPIC WIRE AND CABLE (www.olympicwire.com 1—800—526—-2269)
PART No. 3078M5FH
oS ~1Iro @ @ Wu RJ—45 MODULAR PLUG CRIMPED (USOC) ON BOTH ENDS
S| SUNDIALER | et o BS/R |G hat ) 1O FLOOR o 50 VAC FOR PLENUM AREAS — 24AWG 4UTP (8—CONDUCTOR SOLID UNSHIELDED TWISTED
— - | 02-01 15 ( H PAIR) OLYMPIC WIRE AND CABLE (www.olympicwire.com 1—800—526-2269)
__ PW RS232 O 29 R1IR2 PART No. 3604M55
o SUNDAILER SOLID CONDUCTOR RJ—45 MODULAR PLUGS CRIMPED (USOC) ON BOTH ENDS
o S| SUNDIALER | (FURNISHED BY GC) DISTANCE LIMITATION = 1500° INCLUSIVE OF LONWORKS/ICON NETWORK WIRING ("B”)
PS FLR1—NUMB |Z _ u " A
50 VAC = 400’ INCLUSIVE OF DRY CONTACT SWITCH WIRING ("A™)
PW RS232 (BY OTHERS)
EXTERNAL RADIOMETERS
) (FURNISHED BY GC) LONWORKS CABLE — FOR |-CON NETWORK CONNECTIONS 22AWG 2UTP (4
® CONDUCTOR STRANDED UNSHIELDED TWISTED PAIR) GREAT LAKES WIRE AND
CABLE (www.greatwire.com —586—979-0022) PART # 70007-RIB—GY, LEVEL 4
Q Yy _ ICON—6 BUTTON LOCAL SWITCH AUTOMATION CABLE PHOENIX PHOENIX TERMINAL CONNECTORS ON BOTH ENDS
190 VAC S| oBs/R [N ) TO FLOOR —_ = (FURNISHED BY GC) "_" = ORANGE "+” = ORANGE/WHITE "B” = BLUE "A” = BLUE/WHITE DISTANCE
0101 |w HH ( SEGMENT . = LIMITATION = 1500" CUMULATIVE
2 n_lv = 1200° NODE TO NODE
o (BY OTHERS)
o - ICON—4 BUTTON INTELLIGENT SWITCH
= (FURNISHED BY GC)
120 VAC
4 BELDEN TYPE 82760 18AWG 1STP (2—CONDUCTOR SHIELDED
@H TWISTED PAIR) FOR PC INTERFACE/ANALOG 1/0 TO SENSOR
- POWER SUPPLY CONNECTIONS PHOENIX CONNECTOR/CONNECTION "+” = RED
(FURNISHED BY GC) "_” = BLACK '+ = BLUE/RED '— = GREY/BLACK DISTANCE
LIMITATION = 500" CUMULATIVE
(BY OTHERS)
W | Gnd —01 m Ll (- SEOMENT - COAX — USES BNC TERMINATIONS FOR
— UPS SUPPLY ANALOG /0O TO SENSOR CONNECTIONS
@) UPS (FURNISHED BY GC) TERMINAL BLOCK/WIRE SPLICE CONNECTION
r o DISTANCE LIMITATION = 1000 CUMULATIVE
=) (BY OTHERS)
120 VAC
NOTES
& POWER OUTLET
@ (FURNISHED BY EC) 1. PARALLEL WIRING TO NEXT DEVICE PER BRANCH CIRCUIT CAPACITY. ALL CONNECTION MUST
MEET NATIONAL AND LOCAL CODES AND REGULATIONS.
2. ADDRESS SCHEDULES REQUIRED.
3. MAXIMUM VOLTAGE FOR ALL UNMARKED CABLE IS 43.5 VDC.
120 VAC
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